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(57) ABSTRACT

An image-pickup apparatus includes an exposure condition
calculator configured to calculate an exposure condition of an
image sensor determined by accumulation time of the image
sensor, an amplification amount and an aperture value of an
image signal, and an image generator configured to generate
a high dynamic range image. When the plurality of exposure
conditions have equal exposure differences, the exposure
condition calculator changes the accumulation time so as to
follow a change of the object brightness from a first value to
a second value, and the exposure condition calculator calcu-
lates the plurality of exposure conditions by fixing the accu-
mulation time and by changing the amplification amount so
as to follow a change of the object brightness from a third
value smaller than the first value to a fourth value smaller than
the second value.
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IMAGE-PICKUP APPARATUS, CONTROL
METHOD FOR THE SAME, AND
NON-TRANSITORY COMPUTER-READABLE
STORAGE MEDIUM

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an image-pickup appara-
tuses, such as a digital camera and a video camera, configured
to capture a motion image.

2. Description of the Related Art

It is known that a dynamic range (which is a ratio between
the minimum brightness and the maximum brightness by
which the gradation can be identified) of a solid-state image
sensor, such as a CCD or CMOS image sensor is generally
narrower than that of the human eye (FIG. 10).

It is thus difficult to reproduce the gradation actually per-
ceived by the human eye in a picture. One known solution for
this problem is a method for superimposing a plurality of
images captured with different exposure conditions (such as
an H image of a bright overexposure, an M image of a proper
exposure, and an [, image of a dark underexposure) for a high
dynamic range (“HDR” hereinafter) wider than usual imag-
ing (see, for example, Japanese Patent Laid-Open No. (“JP”)
HO06-141229).

FIG. 11 illustrates one illustrative photography for the
HDR disclosed in JP H06-141229. A plurality of images
(which are three images containing an H image, an M image,
and an L. image) are captured with different exposure condi-
tions after the photography starts. Then, these images are
synthesized for the HDR that contains an exposure difference
between the H image and the L image.

JP HO06-141229 discloses a method for creating an expo-
sure difference utilizing the exposure time period. Hence, this
method is unsuitable for the motion image photography in
which an image is captured for each predetermined period
(such as 30 fps) which means that 30 images are captured per
second.

SUMMARY OF THE INVENTION

The present invention provides an image-pickup apparatus
configured to realize a high dynamic range (“HDR”) in
motion image photography, and to maintain the HDR even
when the object brightness changes.

Animage-pickup apparatus according to the present inven-
tion includes an image sensor configured to generate an
image signal by photoelectrically convert an object image
formed by a lens at a predetermined cycle, an accumulation
time controller configured to control accumulation time of the
image sensor, an amplifier configured to amplify an image
signal generated by the image sensor, an object brightness
calculator configured to calculate an object brightness based
upon the image signal generated by the image sensor, an
exposure condition calculator configured to calculate an
exposure condition of the image sensor which is determined
by the accumulation time of the image sensor, an amplifica-
tion amount and an aperture value of the image signal, based
upon the object brightness calculated by the object brightness
calculator, and an image generator configured to synthesize a
plurality of synthesis images continuously captured with a
plurality of different exposure conditions, and to generate a
synthesized image in which a dynamic range is expanded.
When the plurality of exposure conditions have equal expo-
sure differences, the exposure condition calculator changes
the accumulation time so as to follow a change of the object
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brightness from a first value to a second value. The exposure
condition calculator calculates the plurality of exposure con-
ditions by fixing the accumulation time and by changing the
amplification amount so as to follow a change of the object
brightness from a third value smaller than the first value to a
fourth value smaller than the second value.

Further features of the present invention will become
apparent from the following description of exemplary
embodiments with reference to the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a configuration of an image-
pickup apparatus according to an embodiment of the present
invention.

FIG. 2 is a timing chart of a photography according to the
embodiment of the present invention.

FIG. 3 is a flowchart of a photography according to the
embodiment of the present invention.

FIG. 4 is a program diagram when the image-pickup appa-
ratus obtains an HDR image according to a first embodiment.

FIG. 5 is a program diagram when an image-pickup appa-
ratus obtains an HDR image according to a variation of the
first embodiment.

FIG. 6 is a timing chart of a photography according to a
second embodiment of the present invention.

FIG. 7 is a graph of a gain amount when an image is
processed according to the second embodiment.

FIG. 8 is a program diagram when an image-pickup appa-
ratus according to the second embodiment obtains an HDR
image.

FIG. 9 is a program diagram when an image-pickup appa-
ratus obtains an HDR image according to a variation of the
second embodiment.

FIG. 10 is an explanatory view of a dynamic range.

FIG. 11 is a schematic view of a conventional HDR image
capturing method.

DESCRIPTION OF THE EMBODIMENTS

A description will now be given of embodiments according
to the present invention with reference to the accompanying
drawings. FIG. 1 is a block diagram of a configuration of an
image-pickup apparatus according to an embodiment of the
present invention.

First Embodiment

Reference numeral 100 denotes an image-pickup appara-
tus, such as a digital camera and a video camera, configured to
capture a motion image, and it is the digital camera in this
embodiment.

When internal functions of the image-pickup apparatus
100 are described, reference numeral 101 denotes a lens
configured to converge light from an object to an image-
pickup device 103. The lens 101 includes a focus lens (focal
length changer) and a diaphragm (light shield) configured to
shield incident light.

Reference numeral 102 denotes a light amount adjuster
(light attenuator) configured to adjust a light amount that
passes the lens 101 arranged between the lens 101 and the
image-pickup device 103. More specifically, in this embodi-
ment, it is an ND filter inserting mechanism that can attenuate
a light amount by three stages. While this embodiment uti-
lizes the three-stage ND filter inserting mechanism, another
light attenuating value other than the three stages may be used
and gradual light attenuations utilizing a diaphragm mecha-
nism may be available.
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Reference numeral 103 denotes an image-pickup device
(image sensor), which includes a pixel unit configured to
convert incident light through the lens 101 and the light
amount adjuster 102 into an analogue electric signal, an A/D
converter configured to convert the analogue signal output
from the pixel part into a digital signal (image signal), etc. The
pixel unit contains a photoelectric conversion element con-
figured to photoelectrically convert an object image formed
through the lens 101 and the light amount adjuster 102.

Reference numeral 104 denotes a signal processor (ampli-
fier), configured to perform necessary image-signal correc-
tive processing for a pixel signal (image signal) input from the
image-pickup device 103. For example, the signal processor
104 amplifies the image signal input from the image-pickup
device 103.

Reference numeral 105 denotes an image-pickup control-
ler (accumulation time controller), configured to generate a
necessary timing signal for the image-pickup device 103, the
signal processor 104, etc., based upon an input signal from a
general processing controller 106, which will be described
later. The image-pickup controller 105 generates a gain set-
ting signal used to amplify an image signal necessary for the
signal processor 104, an exposure time (accumulation time)
setting signal necessary for the image-pickup device 103, and
a signal necessary for another control based upon the input
signal from the general processing controller 106, which will
be described later. The image-pickup controller 105 controls
the exposure time of the image-pickup device 103 utilizing
the generated exposure time setting signal.

Reference numeral 106 denotes a general processing con-
troller (exposure condition calculator or image generator),
and provides general control over the image-pickup apparatus
100. The general processing controller 106 provides neces-
sary processing and calculations according to the operation of
image-pickup apparatus 100. The general processing control-
ler 106 synthesizes a plurality of synthetic images continu-
ously captured with different exposure conditions in the
motion image photography, and generates a high dynamic
range synthetic image (“HDR image” or “synthesized image
in which a dynamic range is expanded, hereinafter), as
described later. The general processing controller 106 sets
exposure for the captured image according to the object
brightness detected by an object brightness detector 108,
which will be described later.

The general processing controller 106 includes a memory
107 configured to temporarily store the signal from the signal
processor 104, etc., an object brightness detector (object
brightness calculator) 108 configured to detect (calculate) a
brightness value of the captured object based upon the signal
from the image-pickup device 103. The general processing
controller 106 further includes an exposure calculator 109
configured to determine the exposure for the captured image
based upon the signal from the object brightness detector 108.
The general processing controller 106 adjusts the gain by
using the light amount adjuster 102 based upon the calcula-
tion result of the exposure calculator 109, or adjusts the expo-
sure time and the gain used to amplify the image signal by
using the image-pickup controller 105. While this embodi-
ment independently provides the signal processor 104 sepa-
rately from the general processing controller 106, the signal
processor 104 may be part of the general processing calcula-
tor 106.

Reference numeral 110 denotes a manipulating unit,
including a human interface, such as a button and a dial,
configured to input an operational instruction of the image-
pickup apparatus 100.
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Reference numeral 111 denotes a recorder, configured to
record image data generated by the general processing con-
troller 106.

Reference numeral 112 denotes a display unit configured
to display image data generated by the general processing
controller 106 based upon the signal from the signal proces-
sor 104, and an icon etc. corresponding to a manipulation
input from the manipulating unit 110.

A description will now be given of a method for obtaining
an HDR image by using the image-pickup apparatus 100
illustrated in FIG. 1.

FIG. 2 is a timing chart in obtaining the HDR image by
using the image-pickup apparatus 100 according to this
embodiment.

A motion image is captured at a capturing cycle of 60 fps in
synchronization with a vertical synchronizing signal for each
1/60 s generated by the general processing controller 106.
This embodiment alternate the exposure for the [. image and
the exposure for the H image (a plurality of synthesis images)
on the condition (such as different exposure time) set by the
image-pickup controller 105. Captured images are tempo-
rarily stored in the memory 107, and the general processing
controller 106 synthesizes a pair of L and H images into the
HDR image.

A description will now be given of the way of following a
change of the object brightness.

FIG. 3 is a flowchart of the way of following a change of the
object brightness in capturing the HDR image according to
this embodiment. The general processing controller 106
mainly executes this processing in accordance with a com-
puter program. This similarly applies to other embodiments,
which will be described later.

Initially, a preparatory operation before the photography
starts will be illustrated. After the photography starts by the
instruction from the manipulation unit 110 etc., a counter “n”
isreset to 0 (S301). When the counter “n” is reset to 0 in S301,
then an image used to calculate the exposure when the pho-
tography starts is acquired (S302). The object brightness
Bv(0) is detected by the object brightness detector 108 based
upon the image captured in S302 (S303). The exposure cal-
culator 109 calculates the H image exposure (“EvH” hereat-
ter) and the L image exposure (“EvL.” hereafter) based upon
the object brightness Bv(0) detected in S303 (S304). After the
light amount adjuster 102 and the image-pickup controller
105 are set based upon the calculated exposure condition
(EvH and EvL) (8305), the counter “n” is set to 1 and image
recording is started (S306).

The above steps S301-S306 are operations executed before
the HDR image is acquired, and only one image may be
captured. The steps S302-S304 may be omitted if the photog-
raphy starts with the predetermined exposure condition.

Next, it is determined whether the photography has ended
by the instruction from manipulation unit 110 etc. (S307).
The procedure ends when it is determined that the photogra-
phy has ended (Yes of S307), and the next image to be cap-
tured is obtained (S308) on the basis of the exposure condi-
tion set in S305 when the photography has not yet ended (No
of S307).

A description will now be given of a following action to a
change of the object brightness Bv(n). The object brightness
Bv(n) is detected for the sequentially obtained synthesis
images (L and H images) similar to the operation of S303
(S309). It is determined whether there is a difference of pre-
scribed threshold Th or higher between detected Bv(n) and
previously obtained Bv(n-1) (S310). When there is a differ-
ence of threshold Th or higher, EvH and EvL are calculated
similar to S304 (S311), the light amount adjuster 102 and
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image-pickup controller 105 are set (or reset) (S312). Next,
the counter is incremented by +1 (S313), the flow returns to
S307, and it is again determined whether the photography has
ended. When the difference is lower than the threshold Th, the
flow moves to S313 without S311 or S312, the counter “n” is
incremented by +1, and the flow returns to S307. This opera-
tion continues until the photography ends so as to follow a
change of the object brightness while the HDR image is being
captured.

This embodiment detects the object brightness Bv(n) every
shot but may detect it every plural shots or may compare it
with previously obtained reference exposures calculated
based upon a plurality of previously detected images in addi-
tion to Bv(n-1).

A description will now be given of exposure setting accord-
ing to each object brightness. FIG. 4 is a program diagram
used for S304 and S311 in the flowchart of FIG. 3 to calculate
EvH and EvL. The upper left program diagram is a diagram
(“EvH diagram” hereinafter) used to calculate the exposure
used to capture the H image (EvH) which is higher than
proper exposure, and the lower right program diagram is a
diagram (“EvL diagram™ hereinafter) used to calculate the
exposure used to capture the L. image (EvL) which is lower
than the proper exposure. In each diagram, the abscissa axis
denotes exposure time Tv, and the ordinate axis denotes a
difference between a light adjusting amount Av in the light
amount adjuster 102 and a gain setting amount (amplification
amount) Sv used to amplify the image signal in the signal
processor 104. The oblique line illustrates the same object
brightness By in the EvH and EvL diagrams. In other words,
the exposure condition at the intersection in each program
diagram becomes EvH and EvL for the oblique line of the
object brightness By detected by the object brightness detec-
tor 108.

Referring now to FIG. 4, a description will be given of a
specific method for following a change of the object bright-
ness while the HDR image is being captured by the image-
pickup apparatus 100 according to this embodiment. This
embodiment selects a Tv value (accumulation time) for EvL.
which is always higher than EvH by one level from Bv15 to
Bv6. From Bv15 to Bv12, the object brightness is followed by
changing the Tv values for both EvL and EvH. At Bv12, the
ND filter of the light amount adjuster 102 is removed at the
same timing for EvL. and EvH and the Tv value is simulta-
neously increased by three levels. From Bv12 to Bv9, similar
to Bv15to Bv12, the Tv values are changed so as to follow the
object brightness. In other words, in the range of the object
brightness from Bv15 to Bv12 and Bv12 to Bv9, each Tv
value is changed so as to follow a change of the object bright-
ness from the first value to the second value. The image-
pickup controller 105 generates a gain setting signal used to
amplify the image signal at Bv9 (threshold) in which the EvH
exposure cannot be followed by lowering the corresponding
Tv value (or when the value reaches the settable upper limit of
the Tv value for EvH in the motion image photography). This
embodiment sets the same gain setting amount for EvL. and
EvH so as to follow a change from Bv9 to Bv6 by increasing
the amplification amount Sv value by the maximum three
levels (upper limit value) while maintaining (or fixing) the Tv
values for EvH and EvL at Bv9. In other words, for a change
from Bv9 to Bv6, the Tv value for EvH is maintained to be
Tv6, the Tv value for EvL is maintained to be Tv7, and the Sv
value is increased up to the upper limit value. Each Sv value
is changed in this object brightness range in following a
change of the object brightness from the third value to the
fourth value. In the dark object brightness range from Bv9 to
Bv6, the Tv value for EvL is maintained to be Tv7 and the
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gain is adjusted so as to follow the change, and this method is
suitable for the quickly moving object. In following a change
from Bv6 to Bv15, one level difference in the Tv value is
always maintained between EvL. and EvH, and the setting of
the light amount adjuster 102 are always the same between
EvL and EvH and the Sv value setting is always the same
between EvL. and EvH. Therefore, in following the change of
the object brightness from Bv6 to Bv15, an exposure differ-
ence between EvL and EvH is maintained constant.

While the above illustration changes the Sv value after the
Tv value is changed up to the limit value, the changing order
may be reversed and the Sv value may be changed afterthe Tv
value is changed by a predetermined amount.

When the operation of this embodiment is used to follow a
change of the object brightness from Bv6 to Bv15, an expo-
sure difference can be maintained constant between EvH and
EvL. In other words, the capturing exposure can be signifi-
cantly changed while the exposure difference is maintained
constant even when the object brightness significantly
changes. An HDR image can be obtained at a desired output
level while the HDR is maintained.

Referring now to FIG. 5, a description will be given of a
variation of the embodiment illustrated in FIG. 4. This varia-
tion changes the Tv values for both EvL and EvH so as to
follow the object brightness from Bv15 to Bv12. The Tv value
for EvL is always higher than the Tv value for EvH. At Bv12,
the ND filter of the light amount adjuster 102 is removed at the
same timing for EvH and EvL, and the Tv value is simulta-
neously increased by three levels. A Tv value is changed so as
to follow a change of the object brightness from Bv12 to Bv9,
similar to Bv12 from Bv15. At Bv9 (threshold), the EvH
exposure cannot be followed by lowering the Tv value (or the
value reaches the settable upper limit value of the Tv value for
EvH). Then, the image-pickup controller 105 generates a gain
setting signal used to amplify the image signal. This variation
provides different values to the gain setting for EvL. and EvH
by a value corresponding to a difference of one level. The
exposure for EvH follows a change from Bv9 to Bvé by
increasing the amplification amount Sv value by the maxi-
mum three levels (upper limit value) while the Tv value is
maintained to be Tvé. Since the Tv value for the EvL expo-
sure can be lowered by one level at Bv9, the Tv value is
reduced until the object brightness reaches Bv8. At Bv8, the
EvL exposure cannot be followed only by lowering the Tv
value. Then, the amplification amount Sv value is increased
by two levels so as to follow a change from Bv8 to Bv6. A gain
amount set to EvL is smaller than that of EvH by onelevel. In
other words, while one level difference in gain amount is
maintained between EvL, and EvH, a change down to Bv6 is
followed. The EvL gain setting amount Sv can be smaller than
the EvL gain setting amount Sv illustrated in FIG. 4 in the
dark object brightness range from Bv9 to Bv6, and it is
advantageous to noises (image quality). Even this embodi-
ment can maintain constant an exposure difference between
EvL and EvH utilizing the above operation. Therefore, a
change of the object brightness from Bv6 to Bv15 can be
followed while the exposure difference between EvL and
EvH can be maintained constant.

This variation changes the Sv value after changing the Tv
value to the limit value, but the changing order may be
reversed or the Sv value may be changed after the Tv value is
changed by a predetermined value.

The operation of this variation enables the change of the
object brightness from Bv6 to Bv15 to be followed, while the
exposure difference between EvH and EvL is maintained
constant. In other words, even when the object brightness
significantly changes, the exposure for the image pickup can
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be significantly changed while the exposure difference is
maintained constant. The HDR image at a desired output level
can be obtained while the HDR is maintained.

The first embodiment produces a motion image of 30 fps
using two types of images captured at 60 fps, but a frame rate
may be equal to or smaller than 30 fps.

The exposure time difference between EvH and EvL may
be a value other than one level so as to obtain a similar effect
with the operation of this embodiment.

The H image may be first obtained among the [ image and
the H image illustrated in FIG. 2.

The change of the object brightness can be followed by
three images or more for the HDR image while the exposure
difference is maintained constant by utilizing the operation of
this embodiment.

Second Embodiment

The first embodiment follows a change ofthe object bright-
ness while maintaining a constant exposure difference.

When the HDR image is not obtained in the motion image
photography, the TV value can be changed down to Tv5 in
following the change whereas the TV value can be changed
down to Tv6 at most when the HDR image is obtained. Thus,
the object brightness lower than that of the normal capturing
cannot be followed.

The configuration of the image-pickup apparatus in this
embodiment and the operation necessary to acquire the HDR
image other than the operation for capturing the low bright-
ness object is similar to those of the first embodiment. In other
words, the operation other than the operation for capturing the
low brightness object less than Bv6 is basically similar to the
operation illustrated in the first embodiment. The following
description relates to a method for realizing the HDR in
capturing a low brightness object.

FIG. 6 is a timing chart in realizing the HDR from the low
object brightness using the image-pickup apparatus 100
according to this embodiment.

The operation similar to the first embodiment is applied to
the object having the predetermined brightness, and the HDR
image is generated. In other words, the operation similar to
the first embodiment is applied to the object brightness of Bv6
orhigher, and the HDR image is generated. On the other hand,
when the object brightness detector 108 detects the object
brightness below the predetermined brightness value, the H
image exposure is stopped and only the [. image exposure is
performed. When the object brightness becomes the prede-
termined brightness value (Bv6), both the settable Tv and Sv
values for EvH have already reached the upper limit values in
the motion image photography in obtaining the H image.
Thus, this embodiment stops obtaining the H image and
obtains only the L. image when the object brightness becomes
less than the predetermined brightness value. The acquired L.
image is multiplied by a processed HDR image gain (coeffi-
cient) illustrated in FIG. 7 in the image processing in the
general processing controller 106. The processed HDR image
gain is different according to an output value of each pixel,
and more effectively emphasizes a signal having a high
brightness than a gain for the normal HDR image. Even if no
H image is obtained, if the . image is multiplied by the above
gain, the HDR can be realized even in capturing the low
brightness object.

A description will be given of a more specific exposure
setting according to this embodiment with reference to the
diagram illustrated in FIG. 8.

The operation for following a change of the object bright-
ness from Bv6 to Bvl5 while the exposure difference
between EvH and EvL is maintained constant is similar to
FIG. 4 in the first embodiment. This embodiment stops
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acquiring the H image as illustrated by a dotted line in the
diagram, for an object brightness lower than Bv6 according to
one of the characteristics to this embodiment, and changes the
Tv value of the exposure condition of the L. image so as to
follow the change from Bv6 to Bv4. The acquired image is
multiplied by the above processed HDR image gain, and the
HDR image is generated.

Thus, the object brightness of Bv4 lower than Bv6 can be
followed by using the operation of this embodiment while the
HDR is maintained. In other words, even when the object
brightness significantly changes, the exposure in the image
pickup can be significantly changed by maintaining constant
the exposure difference. The HDR image at a desired output
level can be obtained while the HDR is maintained.

Referring now to a diagram of FIG. 9, a description will be
given of a variation of the embodiment illustrated in FIG. 8.

The operation for following a change of the object bright-
ness from Bv6 to Bv15 while the exposure difference is
maintained constant between EvH and EvL is similar to FIG.
5 of the first embodiment. This embodiment stops acquiring
the H image as illustrated by a dotted line in the diagram and
changes the Svand Tv values in the exposure condition of the
L image so as to follow an object having brightness lower than
Bv6 according to one of the characteristics to this embodi-
ment. More specifically, the Sv value is changed to follow the
change from Bvé to Bv5, and the Tv value is changed to
follow the change from Bv5 to Bv4. The acquired image is
multiplied by the processed HDR image gain, and the HDR
image is generated.

Thus, the object brightness of Bv4 lower than Bv6 can be
followed by using the operation of this embodiment while the
HDR is maintained. In other words, even when the object
brightness significantly changes, the exposure in the image
pickup can be significantly changed by maintaining constant
the exposure difference. The HDR image at a desired output
level can be obtained while the HDR is maintained.

The present invention can realize the HDR in the motion
image photography, and maintain the HDR even when the
object brightness changes.

The present invention is applicable to an image-pickup
apparatus, such as a digital camera and a video camera, con-
figured to generate an HDR image in the motion image pho-
tography.

Another Embodiment

The present invention provides another embodiment in
which a non-transitory computer readable storage medium
that stores a program code for software that describes the
procedure used to realize a function of each of the above
embodiments is supplied to a system or apparatus, and a
computer (or a CPU, a MPU, etc.) of that system reads out the
program code stored in the storage medium.

The program code itself read out of the storage medium
will implement a novel function of the present invention, and
the storage medium that stores the program code and the
program compose the present invention.

The storage medium used to supply the program code
includes, but is not limited to, a flexible disk, a hard disk, an
optical disk, and a magnet-optical disk, a CD-ROM, a CD-R,
a CD-RW, a DVD-ROM, a DVD-RAM, a DVD-RW, a DVD-
R, a magnetic tape, and a nonvolatile memory card, a ROM,
etc.

The function of each of the above embodiments is realized
when the computer reads and executes the program code. The
present invention is found even when an operating system
(OS) etc. that runs on the computer handles part or whole of
actual processing in accordance with the instruction of the
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program code, and the function of each of the above embodi-
ments is realized by that processing.

The present invention covers another embodiment in
which the program code read out of the storage medium is
written in a memory in a function enhancing board inserted
into or a function enhancing unit connected with the com-
puter. Then, a CPU etc. on the function enhancing board or the
function enhancing unit handles part or all of actual process-
ing in accordance with the instruction of the program code.

While the present invention has been described with refer-
ence to exemplary embodiments, it is to be understood that
the invention is not limited to the disclosed exemplary
embodiments. The scope of the following claims is to be
accorded the broadest interpretation so as to encompass all
such modifications and equivalent structures and functions.

This application claims the benefit of Japanese Patent
Application No. 2012-154213, filed on Jul. 10,2012, which is
hereby incorporated by reference herein in its entirety.

What is claimed is:

1. An image-pickup apparatus comprising:

an image sensor configured to continuously capture an

image at a predetermined cycle;

an accumulation time controller configured to control

accumulation time of the image sensor;

an amplifier configured to amplify an image signal gener-

ated by the image sensor;

an object brightness calculator configured to calculate an

object brightness based upon the image signal generated
by the image sensor;
an exposure condition calculator configured to calculate an
exposure condition of the image sensor which is deter-
mined by the accumulation time of the image sensor, an
amplification amount and an aperture value of the image
signal, based upon the object brightness calculated by
the object brightness calculator; and
an image generator configured to synthesize a plurality of
images continuously captured with a plurality of expo-
sure conditions having different exposure values, to
sequentially generate a synthesized image, and to gen-
erate a motion image including the synthesized images,

wherein the exposure condition calculator calculates the
accumulation time so that the accumulation time
increases as the object brightness increases, so as to
follow a change of the object brightness,

wherein in a case that the accumulation time for the image

to be captured reaches a settable upper limit value, the
exposure condition calculator maintains the accumula-
tion time of the image which has reached the upper limit
value and increases the amplification amount so as to
follow a change of the object brightness, wherein the
settable upper limit value corresponds to the predeter-
mined cycle, and

wherein in a case that the accumulation time for the image

to be captured has not reached a settable upper limit
value, the exposure condition calculator calculates the
plurality of exposure conditions so as to follow the
change of the object brightness using the accumulation
time until the accumulation time for the image reaches
the upper limit value.

2. The image-pickup apparatus according to claim 1,
wherein each of the first and second values is higher than a
threshold, and each of the third and fourth values is lower than
the threshold, and

wherein the accumulation time calculated by the exposure

condition calculator is equal to a predetermined cycle of
the image sensor at the threshold.
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3. The image-pickup apparatus according to claim 2,
wherein the exposure condition calculator calculates the plu-
rality of exposure conditions by maintaining the aperture
value and the amplification amount in each of the plurality of
images in following the change of the object brightness from
the first value to the second value.

4. The image-pickup apparatus according to claim 1,
wherein the exposure condition calculator changes the accu-
mulation time so as to follow the change of the object bright-
ness when none of the accumulation time used to obtain any
one of the plurality of images reaches a settable upper limit
value, and the accumulation time calculator calculates the
plurality of exposure conditions so as to follow the change of
the object brightness by increasing the amplification amount
used to obtain the plurality of images and by maintaining the
accumulation time used to obtain the plurality of images
when the accumulation time used to obtain one of the plural-
ity of images reaches the settable upper limit value.

5. An image-pickup apparatus comprising:

an image sensor configured to continuously capture an

image at a predetermined cycle;

an accumulation time controller configured to control

accumulation time of the image sensor;

an amplifier configured to amplify an image signal gener-

ated by the image sensor;

an object brightness calculator configured to calculate an

object brightness based upon the image signal generated
by the image sensor;

an exposure condition calculator configured to calculate an

exposure condition of the image sensor which is deter-
mined by the accumulation time of the image sensor, an
amplification amount and an aperture value of the image
signal, based upon the object brightness calculated by
the object brightness calculator; and

an image generator configured to synthesize a plurality of

images continuously captured with a plurality of differ-
ent exposure conditions, to sequentially generate a syn-
thesized image, and to generate a motion image includ-
ing the synthesized images,

wherein when the exposure condition used to obtain one of

the plurality of the images reaches a settable upper limit
value of the accumulation time and a settable upper limit
value of the accumulation amount in generating the syn-
thesized image, the exposure condition calculator
obtains one image corresponding to another image dif-
ferent from the one of the plurality of images, multiplies
an obtained image by a coefficient corresponding to an
output value of each pixel of the obtained image, and
generates the synthesized image in which the dynamic
range is expanded.

6. A control method for an image-pickup apparatus that
includes an image sensor configured to continuously capture
an image at a predetermined cycle, the control method com-
prising:

an object brightness calculating step of calculating an

object brightness based upon the image signal generated
by the image sensor;

an exposure condition calculating step of calculating an

exposure condition of the image sensor which is deter-
mined by accumulation time of the image sensor, an
amplification amount and an aperture value of the image
signal, based upon the object brightness calculated by
the object brightness calculating step; and

an image generating step of synthesizing a plurality of

images continuously captured with a plurality of expo-
sure conditions having different exposure values, of
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sequentially generating a synthesized image, and of gen-
erating a motion image including the synthesized
images,

wherein in the exposure condition calculation step, the

accumulation time is calculated so that the accumulation 5
time increases as the object brightness increases, so as to
follow a change of the object brightness,

wherein in a case that the accumulation time for the image

to be captured reaches a settable upper limit value, the
exposure condition calculator maintains the accumula- 10
tion time of the image which has reached the upper limit
value and increases the amplification amount so as to
follow a change of the object brightness, wherein the
settable upper limit value corresponds to the predeter-
mined cycle, and 15
wherein in a case that the accumulation time for the image
to be captured has not reached a settable upper limit
value, the exposure condition calculator calculates the
plurality of exposure conditions so as to follow the
change of the object brightness using the accumulation 20
time until the accumulation time for the image reaches
the upper limit value.

7. A non-transitory computer-readable storage medium
configured to store a program that enables a computer to
execute each step in the control method for the image-pickup 25
apparatus according to claim 6.

8. The image-pickup apparatus according to claim 1,
wherein the image generator generates a HDR image.

9. The image-pickup apparatus according to claim 1,
wherein the image generator generates a synthesized imagein 30
which a dynamic range is expanded.
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